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Pump Canopy Elevations
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Crown Logo Cut Sheet
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Color Specifications:  PMS 185 Red, PMS 286 Blue



Dispenser Graphics   “GENERIC” style pump

307949     Universal Prod ID, 3" x 30", decal Diesel

307946     Universal Prod ID, 3" x 30", decal Regular

307947     Universal Prod ID, 3" x 30", decal  Plus

307948     Universal Prod ID, 3" x 30", decal Premium

307950     Wayne Vista PPU Regular - 3.5" x 3.5"

307952     Wayne Vista PPU Plus - 3.5" x 3.5"

307953     Wayne Vista PPU Premium - 3.5" x 3.5"

307954     Wayne Vista PPU - Diesel - 3.5" x 3.5"
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REGULAR

PLUS

PREMIUM

DIESEL

REGULAR

PLUS

PREMIUM

DIESEL

* Note:  Valance not included as part of
the Dispenser Graphics Kit

This collection of decals best fits most MPD’s.

310346     Valance Graphics, 2 of each panel included

131908    White vinyl for Dispenser Skirt Cover-up and/or
   Canopy “swoosh”, Overall size: 48” x 96”

NOTE:  Stainless steel skirts should be
left “as is” and not covered up if they are
in good condition.

REGULAR PLUS PREMIUM

REGULAR
PLUS PREMIUM

337971    Decal, “Quality Gasolines”, Overall size: 30.2”w. x 7”h.”

NOTE:  This decal may be used either alone on a
stainless steel (preferred) dispenser skirt or on a white
dispenser skirt panel.  The white panel surface must be
either painted to factory quality or covered with part
#131908 dispenser cover up.

Overall Size: 10”h. x 60”w.

Overall Size: 10”h. x 36”w.



PN/J-036413    Octane, 2.5” x 3”, 87

PN/J-036414    Octane, 2.5” x 3”, 89

PN/J-020207F  Octane, 2.5” x 3”, 91

PN/J-037653    Octane, 2.5” x 3”, 92

PN/J-036415    Octane, 2.5” x 3”, 93

PN/24832     Consolidated Pump Safety Decal

90416      Pump number set, 4” (1-6)

90417      Pump number set, 4” (1-12)

90418      Pump number set, 4” (1-20)

Dispenser Graphics
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Item No. Description
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Canopy Graphics

Item No. Description

103208     Canopy Graphic “Blue”, for 3’h. canopies, 30”h. x 48”w.

169295     Canopy Graphic “Blue”, for 4’h. canopies,  42”h. x 48”w.

317352     Canopy Graphic “Red”, for all canopies, 6”h. x 50 yds.

314699     Crown Logo for Canopy, Blue with Red Crown,
    16”h. x  70”w.

131908    White vinyl for Dispenser Skirt Cover-up and/or
   Canopy “swoosh”, Overall size: 48” x 96”



317425    Right Swoosh for 48” high canopies,
   48”h. x  185.7”l.

Item No. Description
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Canopy Graphics

317426    Left Swoosh for 48” high canopies,
   48”h. x  185.7”l.

317427    Right Swoosh for 36” high canopies,
   36”h. x  139.3”l.

317428    Left Swoosh for 36” high canopies,
   36”h. x  139.3”l.



Storage

! CAUTION

Unapplied marking may be stored for a period of up to one
year. They must be stored flat or wrapped on a core with at
least a 5 inch diameter. The markings must be stored in a
clean area, free from excessive moisture and direct sunlight,
with ambient temperatures of 100 degrees or less.

An application surface that has been washed and dried,
solvent wiped and dried can still provide poor adhesion in the
area of rivets and seams due to liquid retention caused by
capillary action. This problem can be overcome by allowing a
cleaned vehicle to si t  overnight pr ior to appl icat ion of
markings, or by the use of a heat gun to dry out retained
liquid. Any chalked paint residue must be removed in cleaning.

Surface Preparation
All surfaces must be considered contaminated and must be
cleaned prior to application of film or sheeting.

The recommended procedure is as follows:

1.  Paint system must be properly cured prior to application of
films and sheeting. Under cured paint can cause bubbling of
the graphic. Markings wil l  not adhere to chalked paint.
Chalking must be removed by physical abrasion.

2.  Wash the suface with a synthetic, free-rinsing detergent.
Avoid washing the surface with a soap containing creams or
lotions. Allow to dry.

3.  Saturate clean paper towel with Solvent Cleaner 3919S
and wipe the substrate surface dry. Many cleaners and
solvents cannot be used effectively For example, alcohol
evaporates too rapidly and effective cleaning does not take
place.

4.  Dry the suface with a lint-free paper towel before the
solvent evaporates

The markings can be applied when air and application surface
tempertaures are above the minimum specif ied in the
following table. Surface may be heated in order to raise the
surface temperature above the minimum specified in the
following table. This may be accomplished by portable heater,
heat lamps, hot water or steam. If hot water or steam is used,
the surface must be thoroughly dry before application.

Surface Preparation

3M Controltac

Series 160, 180, 181

Flexcon

PLV-800 FW

Flat Flat with Rivets

40oF

3M Scotch Cal

Series 3650, 3470 Plus

3M Scotch Print Film

Series 8620, 8640, 8650

50oF

50oF 50oF

40oF 40oF

50oF N/A
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Vinyl Application Instructions



Vinyl with self-adhesive backing.

Crown Blue - used on 4’ canopies

Item No. 169295

Crown Red - used on all canopies

Item No. 317352

Crown Blue - used on 3’ canopies

Item No. 103208

42"

6"

30"

48"
50 yd. Roll

48"

Product

Application

Vinyl sheets are to be ordered in quantities sufficient to
cover fascia and meet site specific conditions.  Clean all
surfaces thoroughly, sand and prime any rusted areas.
Install per vinyl installation instructions in this manual for
additional information regarding this material.  Please note,
when ordering these items for fascia that is corrugated,add
10% to the overall length of the fascia to accommodate this
additional surface area.
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Filmover Graphics



Product
Vinyl with pre-spaced computer cut letters applied.

If your canopy clearance is greater than 13’-6”, use the 13’-6”
clearance decal. If your canopy clearance does not fall within
these ranges, and you are not certain what decal to order,
please contact your Crown representative for assistance.

3 1/2"

5 1/2"

2 3/4"

3 3/4"

8"

Item No.169463

Application
The use and quanitiy of this decal is site specific.  Standard
height of the decal is 6” above the spanners.  Mounting
position and height is to be verified prior to installation.
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Clearance Decals
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Order Form for Dispenser / Canopy Graphics

Please mail, fax, or e-mail this form to Sheri Freeman

(330) 494-9444 ext. 2051  /  (330) 494-9991 fax  /  sheri.freeman@lsi-industries.com

LSI Graphic Solutions Plus     9260 Pleasantwood Ave. NW     North Canton, OH    44720


